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Introduction . _ _ Evaluation Board Features
The Scalable reference design kit / evaluation board demonstrateg \pjge range of supply voltage: 6 to 18 V

the Rear Combination Lamp Application with the multiple NCV7685 . .

LED linear current drivers. Three different variants (Low, Mid, g LED display with 5 x 12 + 4 LEDs
High End) represents different target platforms. With using the same VsTRiNG Voltage 4.3 4.9V
LED display for every variant, the difference stilling performance can € Vop voltage 3.3V

be gained. € Default LED string current

On board buck converter creates constant voltage on the top of the 10 mA Nominal current for TAIL
LEDs to have lower power dissipation on the devices itself. The 50 mA Nominal current for STOP
boardscontains four to six NCV7685 whidre used fofour different 50 mA Nominal current for TURN
functions: Tail, StopTurn and Reverse. The amber color of the LEDs 3 x25mA Nominal current for REV

emulates TAIL / STOP functionality. Yellow color of the LEDS € Fajl Safe capability emulated by CONF pin

demonstrate TURN signal and white color is for Reverse function.
The scalable boards have to be controlled / powered via BCM (Body, . .

Control Module) NCV7685BCMR1GEVB. The BCM module can & SUPPIY Diagnostic LEDs

activate appropriate function and the eventual diagnostic can b& Test points for every signal

read back. TheBCM is compatible with all three EVB variants

€ One LED Open load, emulation jumper

isbie reference design for Rear ighting with NCV7686. Low-end platform .

Y

-
i\
20,04
zf\_uu NCU7685 Tuelve Channel Linear Driver §]~

Scalable Evaluation Board

for LOW - END Rear Lamp Platform L

Figure 1. NCV7685LOWR1GEVB Evaluation / Reference Design Kit
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Table 1. ABSOLUTE MAXIMUM RATINGS

Rating Value Unit
Supply Voltage (VgaT) 28to +28 Y
LED Strings Current 3.3 A
Junction Temperature (NCV7685, NCV8853) 40 to +150 °C
Junction Temperature (Advanced Power TOPLED OSRAM LED) 40 to +125 °C
Ambient Temperature 40 to +105 °C
Table 2. RECOMMENDED BOARD OPERATING CONDITIONS

Rating Value Unit
Supply Voltage (Vbat) 61to0 18 \%
Rated LED string currents per one LED, for static operation. TAIL / STOP / REVERSE 10/50/75 mA
Auxiliary Circuits Consumption (DC/DC, LDO, MCU, pull ups, f ) 32 47 mA
Ambient Temperature (for rated LED current) 40 to +105 °C

Table 3. INTERFACE FUNCTION DESCRIPTION

Connector Name

Connector Type

Description / Function

Supply DC POWER, 2.5MM Input supply connector, DC 6 — 18V
CON FCN 1x6 header Function activation connector
CON KEY 1x2 header Key Switch Connector
CON_DIAG 1x5 header Diagnostic connector
oL1 1x2 header Open Load emulation jumper
ISET Test Point Iset pin of the IC10
DgEN Test Point DiagEN pin of IC10
DIAG Test Point DIAG pin of IC10
SDA Test Point I2C Data test point (Not applicable for the NCV7685LOWR1GEVB)
SCL Test Point I2C Clock test point (Not applicable for the NCV7685LOWR1GEVB)
VDD Test Point VDD supply test point (Not applicable for the NCV7685LOWR1GEVB)
GND Test Point GND test point (Not applicable for the NCV7685LOWR1GEVB)
VCC Test Point Output VCC reference of the IC10
VS Test Point VS supply of the IC10 (STOP function related IC)
SW Button MCU reset button (Not applicable for the NCV7685LOWR1GEVB)
ScopeGND1, ScopeGND2 Wire Bridge Ground wire

JrLs

10pin JTAG header

JTAG header for RSL10 programming
(Not applicable for the NCV7685LOWR1GEVB)
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GETTING STARTED

ScalableEvaluation board platform contain three variants board temperature can be the limitation. The Function and
of the Evaluation controlled by one BCM module. The BCM Diagnostic connectors has to be connected. In case of
module is universal and it can be connected to every EVBHigh End version, also Key connector has to be
variant:Low End, Mid End or High End EVB. interconnected with EVB board. Onboard activation

The BCM board is supplied through a standard switchegor button for SDP) activate appropriate function.
5.5 x 2.5 mmDC connector. Supply voltage range has to be The green indication LED shows the status of the switches.
from 6 to 18 V. Below 6 V the current through the LEDs The red LEDs indicates the eventual faults reported from
starts decreasing. For the supply voltage above 18 V, theEVB boards.

6to18V n{lain_
2.5 mm DC supply ACthﬁtl0n¥

# Key switch

Input DC
E oFF

Key
Con nector*

8 —18V

Key
Activation ON Active >
of the - - <
signals OT” TAIL ‘ TURN ‘ REVERSE sTOP z
— \
‘ | w @) b REVERSE
OFF | } !
Indication o TURN
LED - < TAIL’
Fauf 2 REVERSE
diagnostic  Diagnostic 8
LEDs LED > GND
*Diagnostic
NCV7685 Scaleable Evaluation Board — BCM modul Connector
Figure 2. Body Control Module NCV7685BCMR1GEVB Board Picture
Modules Control Strategy Controlability per LED segment

Platform\Fcn

Three different variants of the EVB boards needs to be
controlledvia universal BCM moduldRosition ofthe LEDs
is the same for all three versions but the overall LED
performance is different, some of the LEDs are controlled
individually and some of the LEDs, especially for

legend:

LOW End variant are controlled as one big segment. The IEEZIIA! LeDs in one segment are turned ON
overview of the LED controllability is shown in Figure 3. G A" L0s in one segment are turned OFF

BB ST - <2 tion is taken into account, some of the LEDSs are ON
LOW end: BT P ixciization is taken into account, some of the LEDs are OFF
€ Same functionality as bulb tail light [ pwm |

€ Minimized electronic

Advanced PWM animation for every pixel

Figure 3. Overall LED Styling Effects for Reference
MID end: Designs

€ Animated turn indicator is added

€ Styling upgrade (more fancy optic requiring more
LEDs)

HIGH end:

€ Full animation control

€ More LEDs with individual LED control (Pixelization)
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NCV7685LOWR1GEVB
Low end variant comes with four NCV7685 devices. for TURN signal. The REVERSE contain only four white
Each device control the individual function (TAIL, TURN, LEDs,but each LED package contain three silicon LED dies
REVERSE, STOP). The two LEDs in series are used for with independent terminals. To drive one white LED, three
TAIL and STOP lights. One LED per each channel is used outputs of 25 mA are needed.

STOP REVERSE TURN

TAIL

ON

1 segment
12 LED / segm.

1 segment
12 LED / segm.

1 segment
12 LED / segm.

1 segment
12 LED / segm.

legend:
All LEDs in one segment are turned ON

“AII LEDs in one segment are turned OFF

Figure 4. Function Styling Overview for LOW End Variant

Battery LOW Varlant
Supply
6 —18V Ballast diodes
I ]
TAL TURN REVERSE STOP

T BCM 1of dof

: H DC/ A i;/w e D 2l

l l KEY KEY DC

o0—4¢
o0—4

TAIL
TURN
REVERSE
STOP
-
+-

1

NCV7685 NCV7685 NCV7685 NCV7685
T

IIII LLLL T Illl LLLL} T I|II LLLL}

Function
activation LEDs

DRIAG connector,

DIAG indication
LEDsyy

[___1DIAG connector
T

Figure 5. Simplified Block Diagram of Interfacing the NCV7685BCMR1GEVB + NCV7685LOWR1GEVB

NCV7685MIDR1GEVB

Mid end variant is similar to Low end variant. The turn indicator effect is played. The other signals can be
RSL10 microcontroller is added to control the TURN LED activated independently with basic functions. The turn
driver. When the TURN signal is activated, the animated indicator has 12 segments = 1LED / pixel.

1 segment

1 segment

1 segment

12 pixels

12 LED / segm.

12 LED / segm.

12 LED / segm.

1 LED / pixel

All LEDs in one segment are turned ON

“AH LEDs in one segment are turned OFF

HPrixelization is taken into account, some of the LEDs are ON
Pixelization is taken into account, some of the LEDs are OFF

Advanced PWM animation for every pixel

Figure 6. Function Styling Overview for MID End Variant
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Hiftey MID - Variant
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BCM 12 gi P Lo . 19k ¥
- i KEY
KEY [] II::))((::/ | = Fjenab\e /I,

8 = | oo Ncweas Ncwess Ncweas Ncwess
LDO ||||||||” Il””” III|IIHII
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TAIL
TURN
REVERSE
STOP
-
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supply | switch | supply

1

Function
actvation LEDs

11
DIAG connector

DIAG indicafion
LEDs*zW

I:I DIAG connector

Figure 7. Simplified Block Diagram of Interfacing the NCV7685BCMR1GEVB + NCV7685MIDR1GEVB

NCV7685HIGHGEVB

High end variant contain six NCV7685 devices, The If MCU is reset or is not responding or if the 12C bus is
LEDs are controlled individually. The single LED is broken,all devices will switch to standalone mode operation
connected to individual LED driver output. (1 LED per from the I2C mode. In Fail safe mode the board performance
pixel). In normal mode, the MCU is actively reading the acts ashe Low end variant. Due to FS switch which disable
input pins from the main connector (from the BCM) and the VDD supply and the IC goes automatically into
activate the functions in the 12C mode. Standalone Mode.

48 pixels 4 pixels 12 pixels

1 LED / pixel 3 LED / pixel 1 LED / pixel

All LEDs in one segment are turned ON
All LEDs in one segment are turned OFF
Pixelization is taken into account, some of the LEDs are ON
xelization is taken into account, some of the LEDs are OFF

Advanced PWM animation for every pixel

Figure 8. Function Styling Overview for High End Variant
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Android
Control app |Bluetooth

Blueto oth
Supply
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] HIGH-end variant
6-18V Inputisignal
1 I |
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TAIL TURN REVERSE STOP
1 ] '
BCM
. HKEY DC/
Y DC Fierab\e

My FS DD
LDO supply | switch | supply

Battery
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TURN
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Function
activation LEDs
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DIAG indicafion
LEDsypy
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DIAG wiring is optional

Figure 9. Simplified Block Diagram of Interfacing the NCV7685BCMR1GEVB + NCV7685HIGH1GEVB

GET STARTED The Open Load condition can be emulate by opening the
OL1 jumper while the STOP button is switched. In this case,
NCV7685LOWR16EYB ) the red diagnostic LED indicate the fault.
Fornormal operation the OL1 jumper has to be connected. \yhen the TURN indicator is activated, the animation
The CON FC_N 6 wire cable has to be interconnected in sequence is played. If the other signal (or IGNITION key
between Main board and the BCM module. Also the gitch) is activated, then even with short activation of the

CON_DIAG 5 wire cable between BCM and main module  ,m indicator,the three more sequences are played as for the
is used for the diagnostic. The CON Key cable is not (oo car.

needed, because the Low End variant does not have
capability of the welcome animation. NCV7685HIGH1IGEVB
As soon as the cables are connected, thE88%-DC power The OL1 jumper can be connected for normal operation.
supply can be enabled to the BCM module using 2.5 mmAll cables CON KEY, CON FNC, CON_DIAG has to be
jack cord. To activate the function, the appropriate switch connected between BCM and EVB board.
can be activate to the ON position. The STOP function has As soon as the cables are connected, tHE8&-DC power
button to emulate the push pedal. supplyhas to be connected to the BCM module via 2.5 mm
With every activated switch (or button) the VString, VS jackcord. It is advised to activate the Key Switch for the first
and VCC green indication LED should indicate the correct instance. The default welcome animation will be played.
function. Thenthe individual function cabe activatedby appropriate
The Open Load condition can be emulate by opening theswitches / button. For the High end variant, the TAIL /
OL1 jumper while the STOP button is pressed. In this case,STOP function is shared across every amber LED.
the red diagnostic LED indicate the fault. The Fail Safe mode can be emulated by pushing the SW
resetbutton. MCU will be reset and the LED functions will

NCV7685MIDR1GEVB work in basic BULB mode until the error disappeatr.

Fornormal operation the OL1 jumper has to be connected. g styling for the welcome animation can be changed
The CON FCN 6 wire cable has to be interconnected in ,5ing Bluetooth interface. To enter into service mode, the

between Main board and the BCM module. Also the ony TaIL switch has to be activated while key switch is in
CON_DIAGS wire cable between BCM and main module  orf position. Then the EVB can be discovered by the

is used for the diagnostic. The CON Key cable is optional, angroid Bluetooth application RSL10 Demo. The correct
it allow to have better styling effect for the turn indicator. g etooth name is NCV7685 HIGH END. After

As soon as the cables are connected, tHEBY-DC power  nnection, otthe next page the one of the animation can be
supplyhas to be connected to the BCM module via 2.5 MM geected from the list. Animation are distinguished by the
jack cord. To activate the any function, the appropriate ,,pers.

switch can be activate to the ON position. The STOP  g4ch animation can adjust maximum brightness in range
function has button to emulate the push pedal. of 1 — 127. Also two parameters A and B can fine tune the

With every activated switch (or button) the VString, VS, 4nimation Parameter A stands for speed and parameter B is
VCC and VDD green indication LED should indicate the ¢4 as wide or spread.

correct function.

WWW. onsemi.com
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T B70% 11:27

RSL10 Demo

4 @70% 11:28

Supported devices:

FFYHYQ-L2
20:79:18:A6:B4:85

FFYHYQ-L2
20:79:18:A6:B4:85

Redmi
48:2C:A0:FC:6E:B6

Redmi
48:2C:A0:FC:6E:B6

FFX3FT-L2
34:41:5D:09:C9:C2

null
4A:33:85:4A:15:A2

NCV7685_HIGH_END
77:12:FE:33:10:77

null
9C:20:7B:A5:AF:98

FFX3FT-L2
34:41:5D:09:C9:C2

Help:
To connect to a demo board, first pair it with
your mobile phone in Rluetanth settings menu.

Note: Enter p: ng and
holding the p: r>2s.

Figure 10. Selection of the Bluetooth Device

Disconnected

RSL10 Demo
RX Power: -69
Distance: Near
Animations:
2 v
Brightness:
L
91
Constant A:
—_—e
11
Constant B:
.—.
11
SEND

Figure 11. Animation and Parameter Selection for
Welcome Animation
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SCHEMATICS
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Figure 12. Schematic of the NCV7685LOWR1GEVB Variant Part A
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Figure 13. Schematic of the NCV7685LOWR1GEVB Part B
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Figure 14. Schematic of the NCV7685MIDR1GEVB Part A
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Figure 15. Schematic of the NCV7685MIDR1GEVB Part B
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Figure 16. Schematic of the NCV7685HIGH1GEVB Part A
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Figure 17. Schematic of the NCV7685HIGH1GEVB Part B
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Fiaure 18. Schematic of the NCV7685BCMR1GEVB Board
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PCB Preview

Figure 19. NCV7685LOWR1GEVB EVB PCB Top Side View

Figure 20. NCV7685MIDR1GEVB EVB PCB Top Side View
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Figure 21. NCV7685HIGH1GEVB EVB PCB Top Side View

Figure 22. NCV7685BCMR1GEVB EVB PCB Top Side View
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