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DevSuite Software - External Release Notes for  5.0.38

(Version 5.0.38.49342 - build date 12/18/2017) 

Special Notices
· None..
Known Issues

· None.

Changes for Release 5.0.38 (Full list can be found in next section)
· New Sensor Support

· No changes this release.

· New Features

· Added Timed Capture feature; both still and video.  Available in the Control Dialog under “DevWareX Controls”.

· Added right click menu so that user can disable auto scaling in histogram chart.

· Added support for reading PGM files.
· General Changes
· Call “Register Tabs” on startup.

· Fix very slow readout of context RAM (left over from debugging). Resolved SERDES startup issues.

· Fix channel balancing for AR0430 16M 16-channel software lens shading correction.

· Fix crash on DevWareX exit if [Python:] opened additional Presets windows.

· Fixed histogram chart x keep getting divided.

· For SOC2010J, hid 'Format' on the JPEG dialog on Preview context.
· Makeste.exe; resolved issue with generation of multiple XML files.

· Plug-Ins

· No changes this release.

· Samples

· SimpleQt; clean up non-ASCII quote characters – can cause compile errors.
· FlashTool
· Samples

· No changes this release.

· Register Wizard
· No changes this release.

· SensorTune

· No changes this release.

Installation Instructions

Refer to the “DevSuite Quick-Start Guide” for installation and usage instructions. It can be found via the Startup shortcut “All Programs / Aptina Imaging”.
To Create Bug Reports and Feature Requests: 

Click the bug report button [image: image1.png]


 on DevWareX.
Use this link for instructions on how to gather “Crash” information.
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