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DevSuite Software - External Release Notes for 6.1.50
(Version 6.1.50.60586 - build date 09/09/2024) 

Special Notices
· Build 6.1.48 and 6.1.49 are skipped due to SVN and Qt build issue.
· Starting with Release 6.0.37
· Due to a change in one of our support libraries, ALL software must be uninstalled and installers rerun.

· This only has to be performed one time.

· Installers can be at different revisions, but at a minimum must be at 6.0.37.
Known Issues

· None.
Changes for Release 6.1.50
· New Sensor Support
· None. 
· New Features

· None.
· General Changes
· Use DEPTH_SCALE_LO in iToF distance calculations. Precalculate depth_max_m. Add STATE variable for depth_max_m.
· For Demo3 down-rev FPGA check, removed 'default' so it is separate from the sensor-specific check - specifically for AS0149AT that checks for FPGA rev to not be 0x49.  
· Fix that for AP1302, status structure register values for registers with non-zero address space values in the xsdat were not displayed.
· Add devware.ImageView Python class. Add Python functions (and underlying internal functions) to access the ImageView window sizes and scroll positions
· Plug-ins
· RGB-IR 4x4 Colorpipe; 
· Added an algorithm to try to identify brightness-saturated pixels and use the discovered saturation level for limiting the IR matrixing. 

· FlashTtool
· None for this release.
· Register Wizard
· None for this release.
· SensorTune

· None for this release.

Installation Instructions

Refer to the “DevSuite Quick-Start Guide” for installation and usage instructions. It can be found via the Startup shortcut “All Programs / Aptina Imaging”.
To Create Bug Reports and Feature Requests: 

Click the bug report button [image: image1.png]


 on DevWareX.
Use this link for instructions on how to gather “Crash” information.
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